USE AND CARE GUIDE @ 


ENGLISH Model 


FM STEREO/FM/AM ELECTRONIC DIGITAL | 7 
CLOCK RADIO/CASSETTE RECORDER 


SPANISH 


RADIO RELOJ/GRABADORA/TIPO CASSETTE/ELECTRONICA 
DIGITAL CON FM/AM/FM ESTEREOFONICO 


Wood Grain Finish on Polystyrene 


POWER FAILURE INDICATOR: 

When AC power is interrupted (disconnected) for a short period, time, alarm and date settings will change. After AC power is re- 
stored (reconnected), the DIGITAL DISPLAY will blink to indicate that power was interrupted and you must readjust the time, 
alarm and date settings. (Refer to SET THE TIME, SET WAKE TIME, and SET THE CALENDAR.) 


RECORD SERIAL NO. 


According to some State Laws, in the event service should be required, you may need both the Model and Serial Numbers to iden- 
tify your unit. Please record Serial Number (located on the back) in the space below. 


Serial No. 


WARNING: TO PREVENT FIRE OR ELECTRIC SHOCK HAZARD, DO 
NOT EXPOSE THIS PRODUCT TO RAIN OR MOISTURE. 


CONTROLS & FEATURES 
1. Speakers 


son»om 


. Built-in Condenser Microphone 
. AM, PM, Alarm Indicators 


Clock Control Door 
Record Indicator 


. Tape Counter and Reset Button 
. Band Switch 


FM Stereo +» FM + AM 


. Stereo Indicator 
. Cassette Door 

. Record 

. Play 

. Rewind 

. F-FWD (Fast Forward) 
. Stop/Eject 

. Pause 

. Balance Control 
. Volume Control 

. Bass Control 

. Function Switch 
. Loudness Switch 
. Treble Control 

. Sieep Switch 


* Radio * Tape 


. 3.5mm Headphone Jack 
. Right and Left Microphone Jack 3.5mm 
. 2.5mm Remote Jack 

. External Antenna Connection 
. Oscillator Switch 

. Right & Left Speaker Jacks 

. Snooz Control (Calendar Set) 
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OPTIONAL ACCESSORIES 


Your General Electric clock radio/recorder is a highly versatile piece of equipment. It can be used for work, for play, for letter writing, and 
numerous other things. These accessories will let you take full advantage of that versatility and help you maintain your clock radio/recorder in 
tip-top shape. Some of the items may be available at your General Electric dealer or you may order by using the attached tear-off form. 


TAPE CARE KIT 
Use with all tape recorders and players. 

Removes and prevents build-up of harmful dust and ox- 
ide deposits on heads, capstan and pinch rollers, in- 
cludes one bottle of cleaner and lubricant, several long 
cleaning wands, tape cleaning cloth and five 8-track car- 


tridge dust guards. 
No. 5-1715 


FM ANTENNA—INDOOR FOLDED DIPOLE 


| Easiest way to improve FM reception. Simple to install 
Ll instructions included. 


No. 5-1278 


FOR ADDED VERSATILITY 
STEREO HEADPHONE 
Lightweight Stereo Headphone with 35 mm 


$4.49 


TAPE SPLICER 
Splices. edits and repairs recording tapes in just 
seconds Built-in tray to hold splicing patches. 


No. 5-1717 — for cassettes 1/87 


SPLICING PATCHES 
No. 5-1718 — for cassette tape (approx 100) $1.40 


$13.95 
$4.95 


VERSATILITY, the following adapters included 
at no extra charge. 


No. 51849 — %” adapter — Use lightweight 
headphone with other stereo products having 
14” headphone jack. 
No. 51878 — 3.5 mm stereo to 3.5 mm mono 
adapter. Permits headphone use with mono 
products having 3.5 mm earphone jack. 


CASSETTE WINDER 
Great for editing and repair. Winds cassette tape in either 
direction. Take up slack in loose cassettes. 


No. 5-1720 (2 per pks.) $1.29 


Low Noise/Dynarange® — This is the high quality 
cassette for most recording applications. Excellent for 
music, fine for speech. 


MICROPHONE 

AI ED A deluxe microphone with outstanding performance. 
Black and Silver Finish with 3.5mm jack and soft wind 
guard. Works well for applications not requiring ON- 


OFF switch. Description 
No. 5-1053 (Requires 2 for stereo) $6.95 es. 51102 5080 (60 min) 32.99 
51103 5090 (90 min) 424 
TELEPHONE PICK-UP 51104 SC120 (120 min) 5.99 
A = No wiring required. suction cup attaches to phone 
HEADCLEANER 
“NY receiver. Amplify or record conversation with the sen- E 
/ \ sitive “mike”. Has miniature (3.5mm) phone plug to fit Cassette Head Cleaner 


all GE tape recorders. 


No. 5-1056 $2.95 


Highlander” Low Noise — Record it, and know you've 
got it. That's what you can say about this cassette that 
offers dependability not commonly associated with 
absolute economy. At home, at school, or on the 
move — you will be happy with both the price and the 


REMOTE SWITCH 
Makes dictating a snap! Allows you to stop and start your 
cassette machine while recording or playing without reset- 


rforma 
ting buttons or T bar control. Hand contoured design has ge Er 
large, positive Off-Talk switch. Compatible with all GE Retail 
recorders as well as many other brands. Plugs in “REM” Model No. Description Value — 
2.5mm jack. 51113 HC45 (45 min) — 165 
No. 5-1060 $4.95 5-1101 HC60 (60 min.) 1.75 
= 5-1114 HC90 (90 min.) 2.87 
TAPE ERASE PLUG 51115 HC120 (120 min.) 450 
Must be inserted into 3.5mm Mic jack, then operate unit in 
record mode. 


No. 5-1804 sı | ACCESSORY CONNECTIONS 


PATCHCORD KIT a pci ++ 
Record (patch) directiy from many radios, tape machines a eg x 
or phonos to your recorder with GE's engineered patch- 

cord. Eliminates background noise, garbled or distorted ~ 


recordings normally encountered with microphones or 
many available standard cords that do not provide elec- 
trical matching networks. Use with monaural products that 
have 3.5mm jacks or phono type input-output jacks. Kit in- 
cludes 6 foot cord, 4 adapters, instructions. 


No. 5-1051 


$6.95 


DYNAMIC PENCIL MICROPHONE 
A deluxe remote control pencil mike with outstanding 


performance. With on-off switch. 25. 35mm jacks, 
and desk stand. Black and silver finish 


37.95 
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CONTROLES Y CARACTERISTICAS 
1. Altopariantes 
2. Micröfono electrostatico incorporadoo 17. Control del volumen 
8. Indicator est foni 

3. Indicadores del despertador AM, PM 9 E ge == 18. Control del tono bajo “Bass Control” 
4. Puertecilla del control del reloj 16: Ti. Pa 19. Interruptor para las diferentes funciones 
5. Indicador de la grabaciön “Record en Sia “Function Switch" 

Indicator” 12. Para volver.a enrollar “Rewind 20. Interruptor de sonoridad “Loudness 
6. Botón del contador de la cinta “Tape es a oe) Switch” 

Counter and Reset Button” 14. Parar/Expulsar “Stop/Eject” 21. ‚Control del tono alto “Treble Control” 
7. Interruptor de bandas 15. Pausa “Pause” 22. Interruptor para dormir 

FM Stereo + FM + AM 16. Control del balance * Radio + Grabadora 


INDICADOR DE AVERIA EN LA LINEA 

Cuando la corriente AC/Alterna es interrumpida (desconectada) por poco 
tiempo, la fecha, más la hora actual y la del despertador cambiarán. 
Después de que la corriente AC/Alterna sea restablecida (vuelta a conec- 
tar), la pantalla digital “DIGITAL DISPLAY” parpadeará para indicar que la 
corriente fue interrumpida, y que Ud. debe volver a poner la fecha, la hora 
actual y la del despertador. Consulte “COMO PONER LA HORA”, “COMO 
PONER EL DESPERTADOR”, y “COMO PONER LA FECHA”. 


ANOTE EL NÚMERO DE SERIE 

De acuerdo con algunas Leyes Estatales y en caso de requerir Servicio de 
Reparación, es posible que Ud. necesite el número del Modelo y el de la 
Serie. Por favor anote el número de Serie (situado por detrás) en el 
espacio a continuación. 


Número de Serie 


ADVERTENCIA: Para prevenir un fuego o el riesgo de una sacudida eléc- 
trica, no exponga este aparato a la lluvia o a la humedad. 


10 


MONTAJE PRELIMINAR 

Estire el cordón de la corriente a lo máximo y enchúfelo dentro de cual- 

quier tomacorriente casero de 120 V corriente AC/Alterna. 

Saque los cordones de los altoparlantes de los compartimientos por detrás 

de cada uno de ellos. (Un orificio en la puertecilla del compartimiento, le 

deja a Ud. sacar el largo del cordón necesario para conectarlos). Enchufe 

los cordones dentro del "Speaker Jacks” por detrás del mueble. 

(AVISO: Hay un orificio tipo “ojo de cerradura” por detrás de cada alto- 

parlante para que Ud. pueda colgarlos de la pared si quisiese). 

COMO PONER LA HORA 

El contador de su reloj digital funciona por un periodo de 24 horas. Los in- 

dicadores AM/PM a la izquierda de la presentación mostrarán la hora AM 6 

PM. 

1. Enchufe el cordón de la corriente “Power Cord” dentro de cualquier 
tomacorriente casero de 120-voltios, corriente AC/Alterna. 

2. Levante la puertecilla marcada “Clock Control Door”. 

3. Deslice el selector marcado “DISPLAY SELECTOR” a la posición 
“TIME” (Hora) 


3. Registre la cantidad de tiempo para dormir de la manera descrita bajo 
-  "DUERMASE CON LA RADIO”. (Para dormirse con la cinta, deslice el 


